
CALIFORNIA REGIONAL WATER QUALITY CONTROL BOARD
SAN FRANCISCO BAY REGION

OWlEH NO. [\2-27

Closure Requirements For
Sierra Point Development Company
and the City of Brisbane,
Sierra Point Class 11-2 solid waste disposal site
San Mateo County

The California Regional Hater Quality Control Board, San Francisco Bay Region
(hereinafter called the Board), finds that:

1. Sierra Point Development Company owns approximately 114 acres and the City
of Brisbane owns approximately 20 acres of the former Sierra Point Landfill,
The Sierra Point Development Company and the City of Brisbane are hereinafter
jointly called the discharger. The site is located adjacent to the San
Francisco Bay, as shown in Attachment 'A'. The landfill operated between
1965 and 1972, and was used for the disposal of Group 2 wastes.

2. This site is being developed into an office park and a nmrina.

3. ThIs Board has not previously considered requirements for this site.

4. The discharers have submitted to tbe Board a report entItled "Interim
site grading" settlement, and sealing report, Sierra Point Office park"
and plans entitled "Slope protection and shoreline grading." The
report and plans address final cover, site drainage and grades~ stab:Llity
and leachate control. The report and plans are consLs t an t with this
Board's waste disposal sIte Closure Guidelines. An impermeable bay mud
dike exists along the three Bay sides of the landfill. A storm
drainage system Is being constructed to carry runoff from the site.
A slurry trench has been constructed on the West side of the sIte to
prevent lateral seepage of leachate. The slurry trend> is keyed into
an out croppLtlg of bedrock on the South end and into the dIke at the
North end of the site. The clay cap will alsO be keyed into the dike.
Any future leachate seeps Hould be contained by slurry trenching down
into the dike.

5. Construction of the clay cap and the storm drain system has begun, but
completIon Hill be concurrent Hith the development of the site over the
the next 5 to 6 years. This timing should not adversely effect Hater
quality because there is 6 to 8 feet of clean fill over the refuse, rough
grading has been completed, and the perimeter storm drain catch basins
and out falls and placement of additional rip-rap will be completed by
October 1982. Leachate levels are being monitored.
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